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Application: FILARC KV2 is a high purity, basic coated, all position electrode for welding creep resisting steels, containing 0.5Mo, such as 15 Mo3 and for tube 
steels like 15 Ni Cu Mo Nb 5. This type is also frequently applied for welding C-Mn steels where higher tensile weld metal is required. Welding advice: Use short 
arc. Preheat and interpass temperature 93-107°C.

Especificaciones

Clasificaciones SFA/AWS A5.5 : E7015-A1 

EN ISO 3580-A : E Mo B 2 2 H5 

Aprobaciones CE : EN 13479 

DB : 10.105.13 

VdTÜV : 00768 

Seproz : UNA 272581 

Las aprobaciones se basan en la ubicación de la fábrica. Póngase en contacto con ESAB para obtener más información.

Corriente de soldadura DC+

Hidrógeno difusible <5.0 ml/100g

Tipo de aleación Low alloyed

Tipo de recubrimiento Basic

Propiedades tensoras típicas

Condición Declaración condicional

AWS

PWHT 620°C 1h

ISO

PWHT 620°C 1h

Datos aportación

Diámetro Amperios Voltios kg de metal de 

soldadura/kg de 

electrodos

Número de 

electrodos/kg de 

metal de 

soldadura

Tiempo de fusión 

por electrodo al 

90 % I máx.

Tasa de 

Deposición

3.2 x 350 mm 90-130 A 24 V 0.57 50.0 70 sec 1.0 kg/h

4.0 x 350 mm 125-165 A 24 V 0.58 34.5 80 sec 1.3 kg/h

5.0 x 450 mm 170-220 A 25 V 0.61 16.9 98 sec 2.2 kg/h


